
MODIFIED

WP-JBPB 

2 - LAMP WITH 
PERFORATED BASKET 

2T8, 2T5 or 2T5HO 

20 gauge steel construction 
also available in aluminum 
 
uses 2T8, 2T5 or 2T5HO 
fluorescent lamps 
 
two-lamp cross section 
 
numerous perforation patterns  
and hole sizes available.  
unperforated edges provide 
clean finished look 
 
fixtures are available in nominal 
lengths of 2, 3, 4, 5, and 8 feet 
 
standard ballasts are integral 
electronic, consult factory for 
available types of regular, 
dimming and emergency ballasts 
 
standard finish is Anodized Silver 
powder coat done post 
production, decorative Large 
Pattern Galvanize, High Reflectivity 
White and other custom colors and 
finishes are also available 
 
UL and C-UL Listed for Dry and  
Damp Locations 
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For a complete photometric report and IES file go to  
www.BirchwoodLighting.com or contact the factory 
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BIRCHWOOD LIGHTING 
•  714.550.7118     fax 714.550.7151     www.BirchwoodLighting.com •  

Job In format ion

Type 
 
 
Job Name 
 
 
Location 

NOTE: Specifications and dimensions are subject to change without notice. 

Family 
WP 

Lamp Type 
2T8 - 2-T8 Lamps 
2T5 - 2-T5 Lamps 
2T5HO - 2-T5HO Lamps 

Model 
JBPB - 2-lamp with 
perforated basket 

Voltage 
120 
277 
347 
UNV 

Finish 
SC - Satin Anodized Aluminum Powder- 
        coat Finish 
HRW - High Reflectivity White 
LPG - Large Pattern Galvanize 
CU - Custom Powdercoat Finish 
        (please specify) 

Options 

Ballast 
STD - electronic 
DIM - dimming 
EM - emergency 
consult factory for 
available STD, DIM 
and EM options 

WP  JBPB 
Length 
 
 
 
 
 
 

T8 
113 
117 
125 
132 
140 
232 

T5 
108 
114 
121 
128 
135 
228 

T5HO 
 
124 
139 
154 
180 
254 
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